
PickUp

PickUp (code PJT) is a device for bone tissue biopsy featured with an external catching device that enables tissue 
extraction without luxation. The ergonomic T handle is designed to optimize the distribution of the pressure applied by the operator 
during the insertion into the cortical bone. The cannula of the needle, made with high quality tempered stainless steel, indicates 
on its surface centimeter markings that allow to easily determine the insertion depth into the bone tissue. The special “fish mouth” 
sharpening of the needle tip improves penetration capacity and ensures a perfect cylindrical cutting maintaining intact the architecture 
of the specimen. 

Bone marrow biopsy needle 
without luxation 

PickUp needle is provided with a rotation coupling security system  
which limits the risk of movement of the stylet during the insertion. 

PickUp needle offers many more benefits than other similar 
needle:
- It avoids the complications caused by luxation movement which 
causes pain to the patient;
- It increases the probability of positive outcome of the procedure;
- It allows a simpler and safer extraction of the specimen from 
the needle as the specimen is itself extracted together with the 
catching device.  

Optionally, catching device devices 
can be supplied with 

double spoon (code PJTD)

The needle is equipped with stylet with a pyramidal trocar tip that allows a 
quick and less invasive penetration into the cortical. 
The device includes an extraction wire that measures the quantity 
of specimen present into the cannula and offers added safety for biopsy 
specimen extraction. The needle diameter with international color codes is 
stamped on the packaging.

The handle includes a 
sharpened Luer-lock which gives 

a safer 
attachment to the syringe. 

Aspiration can be performed at 
any step of the

procedure. 

Extraction wire 

Luer Cap Safety

External catching device 
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Code Gauge Length Configuration

PJT0810
8 G1

100 mm STANDARD

PJT0815 150 mm STANDARD

PJT0910
9 G

100 mm STANDARD

PJT0915 150 mm NON STANDARD

PJT1110
11 G

100 mm STANDARD

PJT1115 150 mm STANDARD

PJT1306
13 G

60 mm STANDARD

PJT1310 100 mm NON STANDARD


